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Standard voltage 230V 50Hz
Function A straight-through valve 2/2 ways
With solvent cement sockets metric
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DN
[mm]

d(ô�)
[mm]

PN
[bar]

kv-value
(�p=1 bar)
[l/min]

EPDM
ã�

FPM
ã�

kg

15 20 0,5 - 6,0 83 199 165 012 199 165 002 0,650
20 25 0,5 - 6,0 100 199 165 013 199 165 003 0,650
25 32 0,5 - 6,0 233 199 165 014 199 165 004 1,200
32 40 0,5 - 6,0 267 199 165 015 199 165 005 1,200
40 50 0,5 - 6,0 500 199 165 016 199 165 006 2,200
50 63 0,5 - 6,0 600 199 165 017 199 165 007 2,200

DN
[mm]

D2
[mm]

z
[mm]

L
[mm]

L1
[mm]

L2
[mm]

L3
[mm]

L4
[mm]

L5
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

H4
[mm]

15 116 148 110 16 63 40 148 122 53 22 8
20 25 116 154 110 19 18 62 40 148 122 53 22 8
25 147 190 141 22 85 45 175 137 76 31 15
32 40 147 198 141 26 23 85 45 175 137 76 31 15
40 198 254 192 31 115 45 212 160 105 42 15
50 63 198 268 192 38 33 115 45 212 160 105 42 15
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Georg Fischer Piping Systems Ltd, Postfach, CH-8201 Schaffhausen/Switzerland
Phone +41 -(0)52-631 1111
e-mail: info.ps@georgfischer.com
Internet: http://www.piping.georgfischer.com
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