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GEg
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 psig (bar)  ft/s (m/s)

0.75 (20)

1.00 (25)

1.50 (40)

2.00 (50)

3.00 (75)

4.00 (100)

6.00 (150)

8.00 (200)

10.00 (250)

12.00 (300)

14.00 (350)

16.00 (400)

18.00 (450)

20.00 (500)

24.00 (600)

0.07 (1.8)

0.14 (3.6)

0.15 (3.8)

0.16 (4.1)

0.22 (5.6)

0.24 (6.1)

0.34 (8.6)

0.68 (17.3)

0.28 (7.2)

0.44 (11.2)

0.87 (22.1)

0.33 (8.4)

0.50 (12.7)

0.88 (22.4)

0.37 (9.4)

0.50 (12.7)

1.00 (25.4)

0.38 (9.7)

0.50 (12.7)

1.00 (25.4)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

60 (5.1)

60 (5.1)

60 (5.1)

60 (5.1)

60 (5.1)

60 (5.1)

180 (13.4)

300 (21.7)

60 (5.1)

180 (13.4)

300 (21.7)

60 (5.1)

180 (13.4)

300 (21.7)

60 (5.1)

180 (13.4)

300 (21.7)

60 (5.1)

180 (13.4)

300 (21.7)

90 (7.2)

270 (19.6)

90 (7.2)

270 (19.6)

90 (7.2)

270 (19.6)

90 (7.2)

270 (19.6)

90 (7.2)

270 (19.6)

―

―

―

200 (14.8)

200 (14.8)

150 (11.4)

400 (28.6)

800 (56.2)

150 (11.4)

400 (28.6)

800 (56.2)

175 (13.1)

400 (28.6)

800 (56.2)

200 (14.8)

500 (35.5)

800 (56.2)

250 (18.3)

500 (35.5)

800 (56.2)

300 (21.7)

800 (56.2)

300 (21.7)

800 (56.2)

300 (21.7)

800 (56.2)

300 (21.7)

800 (56.2)

300 (21.7)

800 (56.2)

―

―

―

―

―

110 (8.6)

200 (14.8)

―

110 (8.6)

200 (14.8)

―

120 (9.3)

200 (14.8)

―

130 (10.0)

200 (14.8)

―

140 (10.7)

200 (14.8)

―

―

―

―

―

―

―

―

―

―

―

90 (27.4)

90 (27.4)

90 (27.4)

90 (27.4)

120 (36.6)

120 (36.6)

120 (36.6)

72 (21.9)

90 (27.4)

90 (27.4)

55 (16.8)

80 (24.4)

80 (24.4)

80 (24.4)

70 (21.3)

70 (21.3)

70 (21.3)

55 (16.8)

55 (16.8)

55 (16.8)

50 (15.2)

50 (15.2)

40 (12.2)

40 (12.2)

35 (10.7)

35 (10.7)

35 (10.7)

35 (10.7)

30 (9.1)

30 (9.1)

―

―

―

110 (33.5)

120 (36.6)

120 (36.6)

120 (36.6)

72 (21.9)

120 (36.6)

120 (36.6)

72 (21.9)

100 (30.5)

100 (30.5)

100 (30.5)

85 (25.9)

85 (25.9)

85 (25.9)

70 (21.3)

70 (21.3)

70 (21.3)

60 (18.3)

60 (18.3)

54 (16.5)

54 (16.5)

50 (15.2)

50 (15.2)

43 (13.1)

43 (13.1)

36 (11.0)

36 (11.0)

―

―

―

―

―

120 (36.6)

120 (36.6)

―

120 (36.6)

120 (36.6)

―

100 (30.5)

100 (30.5)

―

85 (25.9)

85 (25.9)

―

70 (21.3)

70 (21.3)

―

―

―

―

―

―

―

―

―

―

―

(mm) (mm)
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7

20mm ~ 300mm PT878GC-01

100mm ~ 610mm PT878GC-02

150mm 2% ~ 5%

 > 150mm 1% ~ 2%

0.2% ~ 0.5%

150:1

20 10

1.5m/s 2

3

Correlation Transit-Time

IP67

1.36kg 238 138 38mm

240 220 LCD

25

8

100 ~ 250VAC 50/60Hz 0.38A

FLASH

-20 ~ 55

-40 ~ 70

35

/

4 ~ 20mA

5V 5V 100

10000 Hz

4 ~ 20mA

PC

100,000

EMC 89/336/EEC

-40 ~ 130

-40 ~ 230

PCFG-1 300mm

GEg

GE



PT 878GC  

02 200 ~ 500KHz 4" ~ 24"

01

PT 878GC __ __

PCFG-2 300mm

CPL-16

NEMA 4 IP65

Class I, Div. 1, Groups C, D

      II 2 G EEx d IIC T6-T3

PT878GC

LEMO® 8m

154m

GE 

1.3mm ~ 76.2mm

1 0.05mm

37 260

10 2

120-/

    240-VAC /

370g 160 164.2 59mm 104mm

RS232-

PC
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 psig (bar)

 ft/s (m/s)

0.75 (20)

1.00 (25)

1.50 (40)

2.00 (50)

3.00 (75)

4.00 (100)

4.00 (100)

4.00 (100)

6.00 (150)

6.00 (150)

6.00 (150)

6.00 (150)

6.00 (150)

6.00 (150)

6.00 (150)

8.00 (200)

8.00 (200)

8.00 (200)

8.00 (200)

8.00 (200)

8.00 (200)

10.00 (250)

10.00 (250)

10.00 (250)

10.00 (250)

10.00 (250)

10.00 (250)

12.00 (300)

12.00 (300)

12.00 (300)

12.00 (300)

12.00 (300)

12.00 (300)

0.07 (1.8)

0.14 (3.6)

0.15 (3.8)

0.16 (4.1)

0.22 (5.6)

0.2

0.24 (6.1)

0.68 (17.3)

0.2

0.28 (7.2)

0.28 (7.2)

0.33 (8.4)

0.33 (8.4)

0.88 (22.4)

0.37 (9.4)

0.37 (9.4)

1.00 (25.4)

0.38 (9.7)

0.38 (9.7)

1.00 (25.4)

60 (5.1)

60 (5.1)

60 (5.1)

60 (5.1)

60 (5.1)

60 (5.1)

60 (5.1)

300 (21.7)

60 (5.1)

60 (5.1)

60 (5.1)

60 (5.1)

200 (13.6)

1000 (68)

60 (5.1)

200 (13.6)

1000 (68)

60 (5.1)

200 (13.6)

1000 (68)

90 (27.4)

120 (36.6)

120 (36.6)

120 (36.6)

120 (36.6)

90 (27.4)

90 (27.4)

90 (27.4)

80 (24.4)

120 (36.6)

120 (36.6)

70 (21.3)

105 (32)

105 (32)

55 (16.8)

82 (25)

82 (25)

-

-

-

-

-

-

-

-

72 (22.0)

72 (22.0)

72 (22.0)

64 (19.5)

96 (29.3)

96 (29.3)

56 (17.1)

84 (25.6)

84 (25.6)

44 (13.4)

66 (20.1)

66 (20.1)

90 (27.4)

90 (27.4)

90 (27.4)

75 (22.9)

69 (21.0)

53 (16.2)

53 (16.2)

53 (16.2)

54 (16.5)

54 (16.5)

54 (16.5)

48 (14.6)

72 (21.9)

72 (21.9)

42 (12.8)

63 (19.28)

63 (19.28)

33 (10.1)

49 (14.9)

49 (14.9)

-

-

-

-

46 (14.0)

35 (10.7)

35 (10.7)

35 (10.7)

-

-

-

-

-

-

-

-

-

-

-

-

90 (27.4)

90 (27.4)

57 (17.4)

45 (13.7)

-

3.00 (75) 0.22 60 (5.1) 120 (36.6) - 69 (21.0) 46 (14.0) -

-

-

-

4.00 (100) 0.34 (8.6) 180 (13.4) 120 (36.6) - 53 (16.2) 35 (10.7) -

-

-

-

0.44 (11.2)

0.44 (11.2)

0.87 (22.1)

180 (13.4)

180 (13.4)

300 (21.7)

90 (27.4)

90 (27.4)

90 (27.4)

72 (22.0)

72 (22.0)

72 (22.0)

54 (16.5)

54 (16.5)

54 (16.5)

-

-

-

-

-

-

0.87 (22.1) 300 (21.7) 90 (27.4) 72 (22.0) 54 (16.5) - -

-

-

0.50 (12.7) 180 (13.4) 80 (24.4) 64 (19.5) 48 (14.6) - -

0.50 (12.7) 600 (40.8) 120 (36.6) 96 (29.3) 72 (21.9) - -

0.88 (22.4) 300 (21.7) 80 (24.4) 64 (19.5) 48 (14.6) - -

-

-

-

0.50 (12.7) 180 (13.4) 70 (21.3) 56 (17.1) 42 (12.8) - -

0.50 (12.7) 600 (40.8) 105 (32) 84 (25.6) 63 (19.28) - -

1.00 (25.4) 300 (21.7) 70 (21.3) 56 (17.1) 42 (12.8) - -

-

-

-

1.00 (25.4) 180 (13.4) 55 (16.8) 44 (13.4) 33 (10.1) - -

0.38 (9.7) 600 (40.8) 82 (25) 66 (20.1) 49 (14.9) - -

0.50 (12.7) 300 (21.7) 55 (16.8) 44 (13.4) 33 (10.1) - -

-

(mm) (mm)

GC868

GEg

GE



1. 

2. 

2.1. 

2.2. 

3. 

4. 

12

14.00 (350)

14.00 (350)

16.00 (400)

16.00 (400)

18.00 (450)

18.00 (450)

20.00 (500)

20.00 (500)

24.00 (600)

24.00 (600)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

90 (7.2)

270 (19.6)

90 (7.2)

270 (19.6)

90 (7.2)

270 (19.6)

90 (7.2)

270 (19.6)

90 (7.2)

270 (19.6)

87 (26.5)

87 (26.5)

76 (23.2)

76 (23.2)

67 (20.4)

67 (20.4)

60 (18.3)

60 (18.3)

49 (14.9)

49 (14.9)

70 (21.3)

70 (21.3)

61 (18.9)

61 (18.9)

54 (16.5)

54 (16.5)

48 (14.6)

48 (14.6)

39 (11.9)

39 (11.9)

52 (15.9)

52 (15.9)

45 (13.7)

45 (13.7)

40 (12.2)

40 (12.2)

36 (11.0)

36 (11.0)

29 (8.8)

29 (8.8)

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

GEg

GE
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GC868

GEg

GE

psig (bar)

 ft/s (m/s)

 (mm)

2.00 (50) 200 (14.8) 110 (33.5) 88 (26.8) 66 (20.5)

3.00 (75) 200 (14.8) 120 (36.6) 96 (29.3) 72 (22.0)

4.00 (100)

4.00 (100)

4.00 (100)

150 (11.4) 120 (36.6) 96 (29.3) 72 (22.0)

400 (28.6) 120 (36.6) 96 (29.3) 72 (22.0)

800 (56.2) 120 (36.6) 96 (29.3) 72 (22.0)

6.00 (250)

6.00 (250)

6.00 (250)

6.00 (250)

6.00 (250)

6.00 (250)

150 (11.4) 120 (36.6) 96 (29.3) 72 (22.0)

250 (17) 180 (54.9) 144 (43.9) 108 (32.9)

1000 (68) 180 (54.9) 144 (43.9) 108 (32.9)

8.00 (300)

8.00 (300)

8.00 (300)

8.00 (300)

8.00 (300)

8.00 (300)

175 (13.1) 100 (30.5) 80 (24.4) 60 (18.3)

250 (17) 150 (45.7) 120 (36.6) 90 (27.4)

1000 (68) 150 (45.7) 120 (36.6) 90 (27.4)

10.00 (350)

10.00 (350)

10.00 (350)

10.00 (350)

10.00 (350)

10.00 (350)

90 (7.2) 85 (25.9) 68 (20.7) 51 (15.6)

270 (19.6) 126 (56.2) 102 (36.6) 751 (22.0)

12.00 (300)

12.00 (300)

12.00 (300)

12.00 (300)

12.00 (300)

12.00 (300)

200 (14.8) 70 (21.3) 56 (17.1) 42 (12.8)

14.00 (350)

14.00 (350)

300 (21.7) 103 (31.4) 77 (23.5) 62 (18.9)

800 (56.2) 103 (31.4) 77 (23.5) 62 (18.9)

16.00 (400)

16.00 (400)

300 (21.7) 90 (27.4) 67 (20.4) 54 (16.5)

800 (56.2) 90 (27.4) 67 (20.4) 54 (16.5)

18.00 (450)

18.00 (450)

20.00 (500)

20.00 (500)

24.00 (600)

24.00 (600)

300 (21.7) 78 (23.8) 59 (18.0) 47 (14.3)

 (mm)

0.16 (4.1)

0.22 (5.6)

0.24 (6.1)

0.34 (8.6)

0.68 (17.3)

0.28 (7.2)

0.28 (7.2)

0.87 (22.1)

800 (56.2) 120 (36.6) 96 (29.3) 72 (22.0)0.87 (22.1)

0.33 (8.4)

0.33 (8.4)

400 (28.6) 100 (30.5) 80 (24.4) 60 (18.3)0.50 (12.7)

500 (34) 150 (45.7) 120 (36.6) 90 (27.4)0.50 (12.7)

800 (56.2) 100 (30.5) 80 (24.4) 60 (18.3)0.88 (22.4)

0.88 (22.4)

0.37 (9.4)

1.00 (25.4)

270 (19.6) 85 (25.9) 68 (20.7) 51 (15.6)1.00 (25.4)

270 (19.6) 126 (56.2) 102 (36.6) 751 (22.0)0.50 (12.7)

270 (19.6) 85 (25.9) 68 (20.7) 51 (15.6)0.50 (12.7)

270 (19.6) 126 (56.2) 102 (36.6) 751 (22.0)0.37 (9.4)

0.38 (9.7)

1200 (81.6) 105 (32) 84 (25.6) 63 (19.28)1.00 (25.4)

800 (56.2) 70 (21.3) 56 (17.1) 42 (12.8)1.00 (25.4)

600 (40.8) 105 (32) 84 (25.6) 63 (19.28)0.50 (12.7)

500 (35.5) 70 (21.3) 56 (17.1) 42 (12.8)0.50 (12.7)

300 (20.4) 105 (32) 84 (25.6) 63 (19.28)0.38 (9.7)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7) 800 (56.2) 78 (23.8) 59 (18.0) 47 (14.3)

300 (21.7) 70 (21.3) 52 (15.9) 42 (12.8)

800 (56.2) 70 (21.3) 52 (15.9) 42 (12.8)

300 (21.7) 56 (17.1) 42 (12.8) 34 (10.4)

0.38 (9.7)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7) 800 (56.2) 56 (17.1) 42 (12.8) 34 (10.4)

400 (28.6) 120 (36.6) 96 (29.3) 72 (22.0)

500 (34) 180 (54.9) 144 (43.9) 108 (32.9)

0.44 (11.2)

0.44 (11.2)
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GC868

GEg

GE

 psig (bar)

110 (8.6)

200 (14.8)

110 (8.6)

200 (14.8)

110 (8.6)

200 (14.8)

110 (8.6)

200 (14.8)

130 (10.0)

200 (14.8)

140 (10.7)

200 (14.8)

120 (36.6)

120 (36.6)

120 (36.6)

120 (36.6)

120 (36.6)

120 (36.6)

120 (36.6)

120 (36.6)

85 (25.9)

85 (25.9)

70 (21.3)

70 (21.3)

 (mm)

3.00 (75)

3.00 (75)

4.00 (100)

4.00 (100)

6.00 (150)

6.00 (150)

8.00 (200)

8.00 (200)

10.00 (250)

10.00 (250)

12.00 (300)

12.00 (300)

 (mm)

0.22 (5.6)

0.3 (7.6)

0.24 (6.1)

0.34 (8.6)

0.28 (7.2)

0.44 (11.2)

0.33 (8.4)

0.50 (12.7)

0.37 (9.4)

0.50 (12.7)

0.38 (9.7)

0.50 (12.7)

 ft/s (m/s)



20mm ~ 600mm

100mm ~ 300mm

150mm 2% ~ 5%

>150mm 1% ~ 2%

0.5%

0.2% ~ 0.5%

150:1

20

10

1.5m/s

    NEMA 4X IP66 Class I, Div.2, Groups A, B, C, D

    FM 3Z9A1.AX, CSA LR 44204-12

        2 G EEx d IIC T6

5kg 362 290 130mm

             

2 64 128 LCD

39

100 ~ 130VAC 50/60Hz 200 ~ 265VAC

    50/60 Hz

12 ~ 28VDC 5%

20W

-10 ~ 55

-40 ~ 70

/

0/4 ~ 20mA 550Ω

/

/

3 4 0/4

 ~ 20mA 1 kΩ

3

2 4 ~ 20mA 24VDC 

         

RTD 2 3 RTD

100 ~ 350 Pt100

3 / 4

10kHz

 1 pulse/ft3

 10Hz=1ft3

2

3 C 120VAC

         28VDC 5A DC 30W AC 60VA

3 C

120VAC 28VDC 2A

DC 56W AC 60VA

RS232

RS485

ModBus

/ 43000

EMC Directive 89/336/EEC  73/23/EEC LVD

II  2

15

GEg

GE
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-40 ~ 130

-40 ~ 230

20 ~ 30mm CFG-V1

30 ~ 100mm CFG-V4

100 ~ 200mm CFG-V8

200 ~ 300mm CFG-V12

300 ~ 600mm CFG-PI

CPL-16

NEMA 4 IP65

Class I, Div. 1, Groups B, C, D

     II 2 G EEx d IIC T6-T3

2

3 C 120VAC

28VDC 5A DC 30W AC 60VA

3 C

120VAC 28VDC 2A DC 56W  

AC 60VA

6 /

RG62 a/u 3m

115m

-40 ~ 60

43,000

C-RL

-40 ~ 149

Class I, Div.1, Groups C, D

ATEX CE Ex II G T6 IP68

NEMA 4X IP65

76 ~ 102mm CFG-V4

102 ~ 203mm CFG-V8

203 ~ 914mm CFG-PI

CPL-16

76 ~ 914mm NB

1 6bar 76 ~ 254mm

                 2 12bar 305mm

GE 

Sch40 Sch80

GE 

PC

PanaView™ GC868 PC

GEg

GE



GC 868

B C D E F G H

1

2

B

1 100 ~ 120VAC

C 2 220 ~ 240VAC

3 12 ~ 28VDC

1

D

2

4

5

6

9

E

1 4 ~ 20mA

2 4 ~ 20mA

F

0

1

2

3

4

G / /ModBus

0

1

4 ModBus

H

5 ModBus

0

1 4 ~ 20mA

2 4 ~ 20mA

3 4 ~ 20mA

4 RTD -100 ~ 350

5 RTD -100 ~ 350

7 4 ~ 20mA RTD -100 ~ 350
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GEg

GE



X1 (t)

X2 (t)
R12 (t)

t

t

CTF878 

CTF878 TAG

TAG

CTF878 6" ~ 

30" 

2% 0.6% 431

CTF878 

CTF878

CTF878

Tag

CTF878

Tag

Tag 4

4 2 1 1

18

DigitalFlow™ CTF878

GEg

GE



Tag

t
t0

R12 (t)

X2 (t)X1 (t)

4.9 10-7

GE 

5 ~ 10

CTF878

CTF878

GE 

CTF878 

CT878

500ft 150m
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GEg

GE



CRL

1.2kg/m3 0.074 

lb/ft3

152 ~ 762mm

Sch 80

2% 1.1 ~ 46m/s

0.2% ~ 0.6% 1.1 ~ 46m/s

- 46 ~ - 1.1m/s 

1.1 ~ 46m/s

43:1

20 10

1.1m/s

TAG

 NEMA 4X IP66

  CSA C US Class I  Div. 2  

     Groups A B C D

 5 kg

h w d 362 290 130mm

240 200 LCD

24

 85 ~ 264VAC  50/60Hz

35W

-10 ~ 55

-40 ~ 70

/

0/4 ~ 20mA  550Ω

/

CTF878 /

3

0/4 ~ 20mA  1KΩ

3  

4 ~ 20mA 24V

RTD RTD

-100 ~ 350 Pt100

/  3 /

20

GEg

GE



 4  10kHz

 1pulse/gal

10Hz=1gpm 

2

3 C 120 

VAC 28VDC 5A DC 30W  

AC 60VA

3 C

120VAC 28VDC 2A DC 

56W AC 60VA

 RS232

 RS485 ( )

6900 ( )

EMC Directive 89/336/EEC  73/23/EEC LVD

II  2

-40 ~ 130

150 ~ 200 mm  CFT-V8

200 ~ 300 mm  CFT-V12

300 ~ 762 mm  CFT-PI

EExd IIC T6

-40 ~ +75  Kema 02ATEX2337X  CSA C U 

Class I  Div. 1  Groups B C D  LR44204 

(1402662)

RG62 AU

150m

/

21

GEg

GE



1B

1 85 ~ 264VACC

1

D

2

E

1 4 ~ 20mA

2 4 ~ 20mA

F

0

1

2

3

4

G / /ModBus

0

1

H

I DSP

J

0

1 4 ~ 20mA

2 4 ~ 20mA

3 4 ~ 20mA

4 RTD -100 ~ 350

5 RTD -100 ~ 350

7 4 ~ 20mA RTD -100 ~ 350

2 DSP

1 RS232

2 RS485

CTF 878

B C D E F G H I J
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GEg

GE



BWT

 

 

 

 

 LNG

 

 

 

 

 

 

 

 

GE (BWT™)

BWT

500kHz 1MHz BWT

BWT1

316L

11/4" 

 BNC

 

-50 ~ 100

 200kHz

 500kHz 1MHz

23

GEg

GE



FSPA

FWPA

FWPA

11/2" ANSI 150 300 600 900

1500 2500 lb

 316L

 FTPA/FIPA

  EN10243.1 NACE

240bar 3480psig

FTPA/FIPA

 -190 ~ 315

 6.9bar

  

FTPA/FIPA

 

-190 ~ 600

-190 ~ 450

 6.9bar

  

FIPA

GE 

1" NPT

 316L

 

FSPA

-40 ~ 100

FSPA

-40 ~ 315

1" 

316L

FWPA

-40 ~ 100

BWT

 Class I, Div. 1, Groups C, D

      II 2 G EExd IIC T6-T3

EMC Directive 89/336/EEC  73/23/EEC LVD

II 2 DN<25 PED 97/23/EC

50 ~ 760mm

 0.03 ~ 46m/s

 0.03 ~ 12m/s

24

GEg

GE



BWT1

B C D E F G H

1/1T 1" B

02 0.2MHz

C 05 0.5MHz

10 1.0MHz

ND

B

00

EW

A0

AX

E

E0 EExd IIC T6

EX EExd IIC T6

F

EXSS EExd IIC T6

V 200KHz 500KHz

A 500KHz 1.0MHz

0

S

G

A ATEX

H

25

GEg

GE



PanaFlow

PanaFlow

LPG

GE PanaFlow

PanaFlow

1

PanaFlow

PanaFlow

GE 

PanaFlow

PanaFlow

XMT868 XGM868

26

PanaFlow™ 

GEg

GE



T14

3" PanaFlow

XGS868

PanaFlow

6" ~ 24" PanaFlow

0.5

GE BWT™ 

BWT

BWT

GE T14 PanaFlow

T14

GE

PanaFlow 50mm

ASME

PanaFlow ASME

PanaFlow

PanaFlow

PanaFlow

PanaFlow
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GEg

GE



2" ~ 3" 

4" 

6" ~ 24" 

6" ~ 24" 

in. (DN)

2 ~ 4

(50 ~ 100)

6 ~ 24

(150 ~ 600)

%

1.5%

1.0%

1.5%

1.0%

―

―

1.0%

0.7%

ft/s (m/s)

1.5 ~ 3.0

(0.5 ~ 1.0)

> 3.0 (> 1.0)

1.5 ~ 3.0

(0.5 ~ 1.0)

> 3.0 (> 1.0)

 

  

 

 

2" ~ 24" 50mm ~ 600mm  

 316SS

 

10

5 20

10

 0.1% ~ 0.3%

 0.2% ~ 0.5%

 400:1

 1500:1

 -190 ~ 315

 -190 ~ 600

 -50 ~ 150  

 -50 ~ 260

 -190 ~ 450
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GEg

GE



+

in. (mm)

14 (355)

16 (405)

18 (460)

+

in. (mm)

21 (535)

23 (585)

25 (635)

+

lb (kg)

175 (80)

220 (100)

190 (90)

in. (DN)

2 (50)

3 (75)

4 (100)

6 (150)

8 (200)

10 (250)

12 (300)

14 (350)

16 (400)

18 (450)

20 (500)

24 (600)

A

A

B

C

C

C

C

C

C

C

C

C

1-Path

20 (510)

23 (585)

24 (610)

27 (685)

28 (710)

31 (790)

33 (840)

35 (890)

38 (965)

2-Path

30 (765)

30 (765)

30 (765)

34 (865)

34 (865)

37 (940)

37 (940)

41 (1,045)

44 (1,120)

1-Path

43 (1,095)

43 (1,095)

43 (1,095)

49 (1,245)

49 (1,245)

53 (1,345)

53 (1,345)

58 (1,475)

62 (1,575)

2-Path

30 (765)

30 (765)

30 (765)

34 (865)

34 (865)

37 (940)

37 (940)

41 (1,045)

44 (1,120)

1-Path

310 (140)

425 (195)

420 (190)

540 (245)

690 (315)

810 (365)

985 (450)

1,140 (520)

1,120 (510)

2-Path

360 (165)

470 (215)

475 (215)*

590 (270)*

730 (335)*

855 (390)*

1,030 (470)*

1,230 (560)*

1,190 (540)**

in. (mm)

35.000 ±0.125

(889.0 ±3.2)

37.000 ±0.125

(939.8 ±3.2)

39.000 ±0.125

(990.6 ±3.2)

42.500 ±0.125

(1,079.5 ±3.2)

42.500 ±0.125

(1,079.5 ±3.2)

42.500 ±0.125

(1,079.5 ±3.2)

48.000 ±0.125

(1,219.2 ±3.2)

48.000 ±0.125

(1,219.2 ±3.2)

52.000 ±0.125

(1,320.8 ±3.2)

52.000 ±0.125

(1,320.8 ±3.2)

57.500 ±0.125

(1,460.5 ±3.2)

61.000 ±0.125

(1,549.4 ±3.2)

GPM (L/min)

400 (1,600)

200 (400)

900 (3,500)

500 (800)

1,600 (6,000)

800 (1,400)

3,600 (13,600)

1,800 (3,100)

6,200 (23,600)

3,100 (5,300)

9,800 (37,200)

4,900 (8,400)

14,100 (53,400)

7,100 (12,000)

17,200 (65,100)

8,600 (14,600)

22,800 (86,200)

11,400 (19,400)

29,100 (110,300)

14,600 (24,800)

36,300 (137,300)

18,200 (30,900)

52,900 (200,300)

26,500 (45,100)

ACFM (m3/hr)

  3480psi 240bar

 0 ~ 2700psi 0 ~ 187bar

 100psi 6.9bar 

   

 316L

 

  

PanaFlow

 316

 

 Class I, Div. 1, Groups C,D      II2 G 

    EEx d IIC 

 Class I, Div. 1, Groups B,C,D;      II2 G 

    EEx d IIC

 ATEX  
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*

+ 600lb * 300lb ** 150lb

DIN JIS GE 

GEg

GE



LFA1

LFA2
A

GFA1

B

GFA2

02 2" DN50

03 3" DN80

C

04 4" DN100

06 6" DN150

08 8" DN200

10 10" DN250

12 2" DN300

D

14 14" DN350

16 16" DN400

E

18 18" DN450

20 20" DN500

24 24" DN600

1

2

F

1 ANSI 150# RF

2 ANSI 300# RF 2" ~ 20" GE

3 ANSI 600# RF 2" ~ 8" GE

H

I

J

1

2

1

2

1 -200 ~ 315

5 -200 ~ 600

1

1 Class I Div.1 Group C D

2 EExd IIC T6

3 EExd IIC T6

2

A B C D E F H I J

30

GEg

GE



Sentinel™

1.5

1.0

0.5

0.0

-0.5

-1.0

-1.5

0.0 10.0 20.0 30.0 40.0 50.0 60.0 70.0 80.0 90.0 100.0

0.0 10.0 20.0 30.0 40.0 50.0 60.0 70.0 80.0 90.0 100.0

1.5

1.0

0.5

0.0

-0.5

-1.0

-1.5
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Sentinel 

Sentinel 

GEg

GE



 Sentinel /

Sentinel 

Sentinel 

5Hz

32

GEg

GE

Sentinel T11 

Sentinel 

5  

10 

 

5 

Sentinel 

 

 3  



 (ft/s)

0 5 10 15 20 25 30 35

2.0

1.5

1.0

0.5

0.0

-0.5

-1.0

-1.5

-2.0

AGA9 

IGM 
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Sentinel  10 

 5 

Sentinel  10 

 5 

25 cm(10 in)GM CPA-500E®

 CPA-50E ) 3.5 / 10

 Sentinel 

 

Sentinel 

 Sentinel 

Sentinel 

GEg

GE

Sentinel 

5 

10 

5 

Sentinel 

3 

10 



RS485 

Modbus 

RS232

RS485

PanaView™ 

Sentinel 

 

(BTU)

cf

Z

1  2 

1 

2 4  20 mA

2 

PanaView  

Sentinel 

PanaViewTM 

PanaView  PC  Sentinel  GE 

Sensing  Sentinel 
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GEg

GE

PanaView 

' ' ' '



35

Sentinel 

 AGA  9 

100 mm  600 mm 4 in  24 in

A106 Gr. B  A333 Gr. 6

A105  A350 LF2

 A333 Gr.6  A350 

LF2

 15% - 100% 5%

 - 15% 0%

 15% - 100% 08%

 - 15% 15%

0.001 m/s (0.003 ft/s)

0.2 

 15% - 100% 2%

<0.00213 m/s (0.007 ft/s)

<0.00305 m/s (0.01 ft/s)

 0.1%

 0.3%

 Sentinel 

 5 

 1.5 m/s (5 ft/s)

 15 cm  25 cm 4 in  10 in

6 m/s (18 ft/s)

72 m/s (.4 ft/s)

xxxx m/s (17.7 ft/s) Qt = 15%

 30 cm  61 cm 12 in  24 in

7 m/s (8.6 ft/s)

.45 m/s (.48 ft/s)

4.1 m/s (13.3 ft/s) Qt = 15%

GEg

GE

176 F (80 ) 

   ANSI 

  300 lb 600 lb 900 lb

MAOP psig (bar) 690 psig 1381 psig 2072 psig 

  (47 bar) (95 bar) (143 bar)



 4 IP66

                 Class I, Division.1, Groups B,C&DFM  CSA

 FM  CSA II 2 GD EEx d IIC

5.7kg (12.5lb)

 x 208 x 168 mm (8.2 x 6.6 in.)

5.7kg (12.5lb) 

 x 208 x 168 mm (8.2 x 6.6 in.)

2  16 

 4 

95  240 VAC 0% 50  60 Hz %

17  32 VDC 0%

 20W

-40  60 -40 
o

F  140
o

F

-55   75 -67 
o

F  167 
o

F

/

 0/4  20 mA  600S

1  (HF)  DC 

10 kHz

1  C 

2  4  20 mA  24 V 

 2  HF  2  1  HF 

 4  20 mA 

 RS232  RS485  PanaView 

RS485 Modbus

 

/

 73/23/EEC LVD  II  2

PED Cat III Module H

-30   80 -22
o

F  176
o

F

     

135 kg (300 lb) ANSI 51 bar (740 psig)   

38 (100) 

270 kg (600 lb) ANSI 103 bar (1,480psig) 

     38 (100) 

408 kg (900 lb) ANSI 153 bar (2,220 psig)  

38 (100) 

 CP Gr. 2 (B348/B381)

 316/316L (A276)C

 CSA C US Class I, Division 1,  Groups 

                 B,C,D

      II 2 G EEx d II

PED 97/23/EC

 ATEX 

36

GEg

GE



/

GF868

2750:1

GE GF868

Correlation 

Transit-Time™

-

GF868

GF868
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DigitalFlow™ GF868

GEg

GE



45 90 ~ 45 90 90 ~ 180

GF868 2750:1

76mm ~ 3m

0.03m/s ~ 85m/s

GF868

GF868 300m

GF868

GF868

GF868

GF868

GF868

GF868

0.03m/s ~ 85m/s

GF868

38

GEg

GE



GF868

50mm ~ 3m

GE

  

    2% ~ 5% 0.3 ~ 85 m/s

  

    1.4% ~ 3.5% 0.3 ~ 85 m/s

MW 2 ~ 120 gr/gr mole/ 1.8%

  3% ~ 7%

  2.4% ~ 5%

0.5%

15 cm/s ~ 30 m/s 1%

-84 m/s ~ 84 m/s

2750:1

20

10

1m/s

  

NEMA 4X IP66 Class I, Div.2, Groups A, B, C, D FM; CSA

  

5kg 362 290 130mm

  

  

2 64 128 LCD

39

  100 ~ 130VAC 50/60Hz 200 ~ 265VAC

50/60Hz

  12 ~ 28VDC 5%

20W

-20 ~ 55

-55 ~ 75

0/4 ~ 20 mA (Ω)

4 ~ 20 mA

550Ω

/

/

  3 4 0/4

~ 20mA 1 kΩ

39

GEg

GE



90
  3

2 4 ~ 20mA 24V

RTD 2 3 RTD

-100 ~ 350 Pt100

  3 / 4

10kHz

    1pulse/ft3

    10Hz=1ft3

  2

3 C 120 

VAC 28VDC 5A DC 30W

AC 60VA

3 C

120VAC 28VDC 2A

DC 56W AC 60VA

  RS232

  RS485

  HART

  ModBus

  

/ 43000

  

  

EMC Directive 89/336/EEC  73/23/EEC LVD

II  2  DN<25 PED 97/23/EC

  

  

  -70  ~ 150

  

    -70  ~ 280

-220  ~ 120

1 ~ 105bar

  

  Monel

  

  NEMA 4X/IP65

  Class I, Div. 1, Groups C, D

    II 2 G EEx d IIC T6

GE 

  RG62 AU

  330m

Pana-View

GF868 PC Windows

PC
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GEg

GE



GF 868

B C D E F G H

1

2

B

1 100 ~ 120VAC

C 2 220 ~ 240VAC

3 12 ~ 28VDC

1

D

2

4

5

6

9

E

2 4 ~ 20mA

3 4 ~ 20mA

4 4 ~ 20mA

F

0

1

2

G / /ModBus/Hart

0

1

4 ModBus

H

5 ModBus

A Hart

Hart

1 4 ~ 20mA 24VDC

2 4 ~ 20mA 24VDC

3 4 ~ 20mA 24VDC

41

GEg

GE



GM868 

NX-19

150:1

GM868

Correlation Transit-Time™

GM868

DigitalFlow™ GM868

25mm ~ 3m

0.03m/s ~ 46m/s

DigitalFlow™ GM868

GM868

DigitalFlow™ GM868

PanaView

50mm ~ 3m

GE 

1% ~ 2%

0.5%

0.2% ~ 0.5%

-46m/s ~ 46m/s

150:1

20

42

DigitalFlow™ GM868

GEg

GE



10 1m/s

    NEMA 4X IP66 Class I, Div.2, Groups A, B, C, D

5kg 362 290 130mm

2 64 128 LCD

39

100 ~ 130VAC 50/60Hz 200 ~ 265VAC

50/60Hz

12 ~ 28VDC 5%

20W

-20 ~ 55

-55 ~ 75

/

0/4 ~ 20mA 550Ω

/

/

3 4 0/4

~ 20mA 1 kΩ

3

2 4 ~ 20mA 24V

RTD 2 3 RTD

100 ~ 350 Pt100

3 / 4

10kHz

1pulse/ft3

10Hz=1ft3

2

3 C 120 

VAC 28VDC 5A DC 30W

AC 60VA

3 C

120VAC 28VDC 2A

DC 56W AC 60VA

RS232

RS485

ModBus

/ 43000

EMC Directive 89/336/EEC  73/23/EEC LVD

II  2  DN<25 PED 97/23/EC

-50 ~ 150

-190 ~ 450

1 ~ 187bar

240bar

Monel

NEMA 4X/IP66

Class I, Div. 2, ATEX

GE 

RG62 AU 330m

BWT™ 

Pana-View

G M 8 6 8 P C

Windows PC
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GEg

GE



GM 868

B C D E F G H

1

2

B

1 100 ~ 120VAC

C 2 220 ~ 240VAC

3 12 ~ 28VDC

1

D

2

4

5

6

9

E

1 4 ~ 20mA

2 4 ~ 20mA

3 4 ~ 20mA

4 4 ~ 20mA

F

0

1

2

3

4

G / /ModBus

0

1

4 ModBus

H

5 ModBus

0

1 4 ~ 20mA 24VDC

2 4 ~ 20mA 24VDC
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GEg

GE



XGM868

150:1

XGM868

XGM868

XGM868 GE

XGM868

XGM868

XGM868

XGM868

XGM868

240bar 150:1

50mm ~ 3m

GE 

1% ~ 2%

0.5%

0.2% ~ 0.5%

-46m/s ~ 46m/s

150:1

20

10

1m/s

45

DigitalFlow™ XGM868

GE

GEg



NEMA 4X IP66

Class I Div 1 Groups B C D

                          ISSeP 02ATEX008 

                                2 GD EEx d IIC T5 IP66 T95  

4.5kg 208 168mm

2 16

4

100 ~ 130 VAC, 50/60 Hz

200 ~ 265 VAC, 50/60 Hz

12 ~ 28VDC 5%

20W

-40 ~ 60

-55 ~ 75

/

0/4 ~ 20mA 600Ω

/

/

GE

2 0/4 ~ 20mA 1kΩ

2 4 ~ 20mA 24V

2 4 RTD 2 3 RTD

100 ~ 350 Pt100

2 4 / 3A

100VDC 1W 10kHz

2 4 C 120VAC

28VDC 5A DC 30W AC 60VA

2 4 C

120VAC 28VDC 2A DC 

56W AC 60VA

RS232

RS485

HART

ModBus

/ 150000

EMC 89/336/EEC 73/23/EEC LVD

II  2 DN<25

PED 97/23/EC

-50 ~ 150

-190 ~ 450

1 ~ 187bar

240bar

Monel

NEMA 4X/IP66

Class I, Div. 1, Groups B, C, D

Ex II 2 GD EEx d IIC T6

GE 

RG62 AU

330m

BWT™ 

Pana-View

XGM868 P C

Windows PC
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GE

GEg



XGM 868

B C D E F G H I

1

2
B

1 100 ~ 120VAC

C 2 220 ~ 240VAC

3 12 ~ 28VDC

1
D

2

00

FO

FA

E /

FH

FT

TT

TO

TA

TH

AA

HH

OI 4 ~ 20mA

II 4 ~ 20mA

F DSP

IR 4 ~ 20mA RTD

OR RTD

RR RTD

TI 4 ~ 20mA

FI 4 ~ 20mA

G /ModBus/Hart

TR RTD

FR RTD

AI 4 ~ 20mA

HI 4 ~ 20mA

AR RTD

HR RTD

CT 4 ~ 20mA

CF 4 ~ 20mA

H

I

CO 4 ~ 20mA

CA 4 ~ 20mA

CH 4 ~ 20mA

0

0

1 128K 10000

2 2M 70000

3 Hart

4 ModBus

0

1

1 RS232

2 RS485
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GE

GEg



GS868 DigitalFlow

 

 

 

 

 

 

 

 

 

 

 

 

 150:1

 

 

 

 

 

 GS868

GS868

GS868

GS868

GS868

DigitalFlow™ GS868

PanaView

GS868

DigitalFlow™ GS868

50mm ~ 1.2m 0.03m/s 46 

m/s

48

DigitalFlow™ GS868

GE

GEg



GE 

GS868

DigitalFlow™ GS868 150m

GS868

GS868

50mm ~ 1.2m

GE 

49

GE

GEg



4" Sch 40, 40 psig, 100ft/s

1 4" 8.28 in. H2O

2 4" 14.11 in. H2O

3 GE 0.05 in. H2O

12" Sch 160, 300 OF, 100ft/s

1 12" 186 in. H2O

2 12" 318 in. H2O

3 GE 0.0 in. H2O

1% ~ 2%

0.5%

0.2% ~ 0.5%

-46m/s ~ 46m/s

150:1

20

10 1m/s

 

 NEMA 4X IP66

50

GE

GEg



 Class I Div 2 Groups A

                       B C D

 

5kg 362 290 130mm

 

 

2 64 128 LCD

39

 100 ~ 130VAC 50/60Hz 200 ~ 265VAC

    50/60Hz

 12 ~ 28VDC 5%

20W

-20 ~ 55

-55 ~ 75

0/4 ~ 20mA 550Ω

/

/

 3 4 0/4

~ 20mA 1kΩ

 3

4 ~ 20mA

         24V

RTD 2 3 RTD -100

        ~ 350 Pt100

 3 / 4

10kHz

 1 pulse/ft3

     10Hz=1ft3

 2

3 C 120

VAC 28VDC 5A DC 30W

AC 60VA

3 C

120VAC 28VDC 2A

DC 56W AC 60VA

 RS232

 RS485

 ModBus

/ 43000

 

 

EMC Directive 89/336/EEC  73/23/EEC LVD

II  2  DN<25 PED 97/23/EC

-190  ~ 450

 1 ~ 187bar

 240bar

 

 Monel

 

 NEMA 4 IP65

 Class I, Div. 1, Groups C, D

      II 2 G EEx d IIC T6

GE 

RG62 AU 330m

BWT™ 

Pana-View

G M 8 6 8 P C

Windows PC

51

GEg

GE



GS 868

B C D E F G H

1

2

B

1 100 ~ 120VAC

C 2 220 ~ 240VAC

3 12 ~ 28VDC

1

D

2

4

5

6

9

E

1 4 ~ 20mA

2 4 ~ 20mA

F

0

1

2

3

4

G / /ModBus

0

1

4 ModBus

H

5 ModBus

0

1 4 ~ 20mA

2 4 ~ 20mA

3 4 ~ 20mA

4 RTD -100 ~ 350

5 RTD -100 ~ 350

7 4 ~ 20mA RTD -100 ~ 350
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XGS868 DigitalFlow

 

 

 

 

 

 1500:1

 

 

 

 

 

XGS868

XGS868

XGS868 GE

XGS868

XGS868

XGS868

XGS868

XGS868

50mm ~ 1.2m

GE 

1% ~ 2%

0.5%

0.2% ~ 0.5%

-46m/s ~ 46m/s

150:1

20

10

1m/s
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DigitalFlow™ XGS868

GEg

GE



 

 NEMA 4X IP66

 Class I, Div 1, Groups B, C, D

                                II 2 GD EEx d IIC T5 IP66 T95

 

4.5kg 208 168mm

 

 

  

2 16

4

 100 ~ 130 VAC 50/60Hz

200 ~ 265 VAC 50/60Hz

 12 ~ 28VDC 5%

20W

-40 ~ 60

-55 ~ 75

0/4 ~ 20mA 600Ω

/

/

GE 

 4 ~ 20mA 1 kΩ

 4 ~ 20mA 24 V

 2 4 RTD 2 3 RTD

-100 ~ 350 Pt100

 2 4 / 3A

100VDC 1W 10kHz

 

2 4 C 120VAC

28VDC 5A DC 30W AC 60VA

2 4 C

120VAC 28VDC 2A DC 

56W AC 60VA

 RS232

 RS485

 HART

 ModBus

 

 / 150000

  

EMC 89/336/EEC 73/23/EEC LVD

II  2 DN<25

PED 97/23/EC

 -50 ~ 150

 -190 ~ 450

 1 ~ 187bar

 240bar

 

 Monel

 

 NEMA 4 IP65

 Class I, Div. 1, Groups C, D

 EEx d IIC T6

GE 

 RG62 AU

 330m

BWT™ 

Pana-View

XGS868 P C

Windows PC
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XGS 868

B C D E F G H I

1

2
B

1 100 ~ 120VAC

C 2 220 ~ 240VAC

3 12 ~ 28VDC

1
D

2

00

FO

FA

E /

FH

FT

TT

TO

TA

TH

AA

HH

OI 4 ~ 20mA

II 4 ~ 20mA

F DSP

IR 4 ~ 20mA RTD

OR RTD

RR RTD

TI 4 ~ 20mA

FI 4 ~ 20mA

G /ModBus/Hart

TR RTD

FR RTD

AI 4 ~ 20mA

HI 4 ~ 20mA

AR RTD

HR RTD

CT 4 ~ 20mA

CF 4 ~ 20mA

H

I

CO 4 ~ 20mA

CA 4 ~ 20mA

CH 4 ~ 20mA

0

0

1 128K 10000

2 2M 70000

3 Hart

4 ModBus

0

1

1 RS232

2 RS485
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PT878

PT878

, 

LCD

100,000

32

PT878

PT878

PT878

PT878

PT878

PT878
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TransPort® PT878

GEg

GE



TRANSPORT

PT878

LCD

LCD

LCD

PT878

IP67

1m

TRANSPORT

RTD

TRANSPORT

RTD

GE 

RTD

TransPort

PT878 PC

PT878

Transport

Transport
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PT878

1. 

2. 

3. /

4. -

5. 

6. 

7. C-PT

8. 

9. 

10. 

1

2

5

4

3 6

7

8

9
10

12.7mm ~ 7.6m

76.2mm

GE 

150mm 1% ~ 2%

150mm 2% ~ 5%

0.5

0.1% ~ 0.3%

-12.2m/s ~ 12.2m/s

400:1

10 5

0.3m/s

Correlation Transit-

Time

IP67

1.36kg 238 138 38mm

240 220 LCD

25

9 ~ 11

100 ~ 250VAC 50/60Hz 0.38A

FLASH

-20 ~ 55

-40 ~ 70

35

/

4 ~ 20mA

5V 5V 100

10000 Hz

4 ~ 20mA

PC

100,000
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PanView PT878

EMC 89/336/EEC 73/23/EEC LVD

DN<25 PED 97/23/EC

-40  ~ 150

-190  ~ 300

NEMA 4/IP65

 IP67/68

PT878

LEMO® 8m

305m

GE 

1.3mm ~ 76.2mm

1 0.05mm

37 260

10 2

RTD

RTD

RTD 0.15

-20 ~ 260

1% ~ 2%

Pana-View

PT868 PC Windows

PC

120/

    240VAC /

370g 160 164.2 59mm 104mm

RS232-

PC
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PT 878  

01

02

03

04

05

11

PT 878    __
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UTX878

 

 

 

 

 

 

 

  

 1/2" ~ 8" 

 

 

 

 

 

UTX878

8"

200mm

UTX878

Correlation Transit-Time™

UTX878

15 mm ~ 200 mm

13mm

GE 
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UTX878

GEg

GE



15 ~ 30 VDC

 150mm 1% ~ 2%

 150mm 2% ~ 5%

0.5

0.1% ~ 0.3%

-12.2m/s ~ 12.2m/s

400:1

10 5

0.3m/s

Correlation Transit-Time

NEMA 4X IP67

2kg 220 210 90mm, 1.77kg

128 64 LCD

6

15 ~ 30VDC

700mW

FLASH

-20 ~ 60

-20 ~ 70

/

4 ~ 20mA

RS232

EMC 89/336/EEC  

-40 ~ 90

33m
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UTX 878 0000 /AT

B C D E F G

1

2

B

1 15 ~ 30VDCC

1

D

2

E 1 4 ~ 20mA

F

C

PW

W

G

00

EW NEMA 4 IP55

EX EExd IIC T6
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Sentinel™ ISX878

64

DigitalFlow ISX878 

 

 

 

 

 

 

 

 

 

 15 mm 400 mm 1/2 in 16 in

 

 

 

 

 

DigitalFLow ISX878 

400 mm (16 in) 

1/2 in 4 in

DigitalFlow ISX878 

DigitalFlow ISX878 

10%

ISXDR 

GEg

GE

CPT ISXDR



DigitalFlow 

ISX878 

DigitalFlow ISX878 

(Correlation Transit-Time

DigitalFlow ISX878 

ISX878

15 mm 400 mm 1/2 16 in

13 mm (0.5 in)

GE 

ID50 mm (6 in) % 2%

ID50 mm (6 in) % 5%

.5%

.1% 0.3%

2.2 m/s 12.2 m/s 0 ft/s  40 ft/s

400:1

10 

5 

0.3 m/s (1 ft/s) 

4X/IP67

x x 

220 mm x 210 mm x 90 mm (8.8 in x 8.2 in x 3.6 in)

65

GEg

GE
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1.77 kg (3.9 lb)

128 x 64 LCD 

6 

15 30 VDC 

700 mW

FLASH 

-20  60 -4 
o

F  140
o

F

-20  70 -4 
o

F  158
o

F

/

4 20 mA

28 VDC 300 3 mA 4 20 mA

RS232

EMC 89/336/EEC

-40  ~ 90

     II 1 G EEx ia IIC T4

33 m (100 ft)

GEg

GE



ISX 878

B C D E F G

1

2

B

1 5 ~ 30VDCC

CG

D

NPT " NPT

E

0

1

F 0

G 1  ~ 20mA

GEg

GE



AquaTrans™ AT868

GE AT868

AT868

AT868

1%

12.7mm  ~ 7.6m

25.4mm ~ 5m

76.2mm

GE 

150mm 1% ~ 2%

150mm 2% ~ 5%

1

0.5
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AquaTrans™ AT868

GEg

GE



0.1% ~ 0.3%

-12.2m/s ~ 12.2m/s

400:1

10 5

0.3m/s

Correlation Transit-Time

NEMA 4X IP66

0.9kg 184 150 89mm

2 16

4

6

85 ~ 265VAC 50/60Hz

12 ~ 28VDC 5%  

-40 ~ 90

33m

20W

-10 ~ 55

-40 ~ 70

/

1 0/4 ~ 20mA

    600Ω

1 / /

3A 100VDC 1W

0.1 ~ 10kHz

RS232

RS485

EMC 89/336/EEC 73/23/EEC LVD

DN<25 PED 97/23/EC  

-40 ~ 60

-40 ~ 230

NEMA 4 IP65

-40 ~ 100

1 ~ 207bar

Pan-Adapta

Monel Duplex CPVC PVDF

Pan-Adapta

1" NPTM 3/8" NPTM

RF

NEMA 4 IP65

RG62 AU

330m

Pana-View

AT868 PC Windows

PC
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AT 868 /AT

B C D E F G

1

2

B

1 85 ~ 265VAC

1 12 ~ 28VAC

C

1

D

2 2" 

E

1 RS232

2 RS485

F

C

PW

W

G

00

EW NEMA 4 IP55

EX EExd IIC T6
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XMT868

GE XMT868

XMT868

AT868

1%

/

XMT868
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DigitalFlow™ XMT868

GEg

GE



XMT868

ATW™

ATW

ATW

ATW

12.7mm ~ 7.6m

25.4mm ~ 5m

76.2 mm

GE 

150mm 1% ~ 2

150mm 2% ~ 5%

1

0.1% ~ 0.3%

-12.2m/s ~ 12.2m/s

400:1

10 5

0.3m/s

Correlation Transit-

Time

NEMA 

    4X IP66

C l a s s  I ,  D i v  1 .  G ro u p s  B ,C , D ;  

                   C l a s s  I I ,  G ro u p s  E , F,G ;  C l a s s I I I

                       I I  2  G D  E E x  d  I I C  T 5 / T 6
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4.5kg 208 168mm

2 16

4

100 ~ 130VAC 50/60Hz

                  200 ~ 265VAC 50/60Hz

12 ~ 28VDC 5%

20W

-40 ~ 60

-55 ~ 75

0/4 ~ 20mA 600Ω

/

/

GE 

2 0/4 ~ 20mA 1kΩ

2 4 ~ 20mA 24V

2 4 RTD 2 3 RTD

100 ~ 350 Pt100

2 4 / 3A

100VDC 1W 10kHz

2 4 C 120VAC

28VDC 5A DC 30W AC 60VA

2 4 C

120VAC 28VDC 2A DC 

56W AC 60VA

RS232

RS485

HART

ModBus

/ 150000

EMC 89/336/EEC 73/23/EEC LVD

II  2 DN<25

PED 97/23/EC

-40  ~ 150

-190  ~ 300

NEMA 4 IP65

Class I, Div. 1, Groups B, C, D

                 Class II, Groups E, F, G, Class III

 II 2 G EEx md IIC T6-T3

-40  ~ 100

-190  ~ 600

1 ~ 207bar

Pan-Adapta

Monel Duplex CPVC PVDF

Pan-Adapta
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ATW

1" NPTM 3/8" NPTM

RF

NEMA 4/IP65

Class I, Div. 1, Groups B, C, D;

                 Class II, Groups E, F, G; Class III

     II 2 G EEx d IIC T6

GE 

RG62 AU

330m

BWT™ 

RTD

RTD

RTD 0.15

-20  ~ 260

1% 

~ 2%

Pana-View

XMT868 P C

Windows PC
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XMT 868

B C D E F G H I

1

2
B

1 100 ~ 120VAC

C 2 220 ~ 240VAC

3 12 ~ 28VDC

1
D

2

00

FO

FA

E /

FH

FT

TT

TO

TA

TH

AA

HH

OI 4 ~ 20mA

II 4 ~ 20mA

F DSP

IR 4 ~ 20mA RTD

OR RTD

RR RTD

TI 4 ~ 20mA

FI 4 ~ 20mA

G /ModBus/Hart

TR RTD

FR RTD

AI 4 ~ 20mA

HI 4 ~ 20mA

AR RTD

HR RTD

CT 4 ~ 20mA

CF 4 ~ 20mA

H

I

CO 4 ~ 20mA

CA 4 ~ 20mA

CH 4 ~ 20mA

0

0

1 128K 10000

2 2M 70000

3 Hart

4 ModBus

0

1

1 RS232

2 RS485
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DF868

LCD

DF868

/

DF868

0.5 ~ 2

1%

25mm ~ 5m 0.03m/s ~ 12.2m/s

400 1

DF868

LCD /

DF868

LCD

43000

/ 12 4 20mA

6 12

/  
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DigitalFlow™  DF868

GEg

GE



DF868

DF868 RTD

25mm 

~ 5m DF868 /

-20 ~ 210

GE

DF868

24VDC 4 ~ 20mA

RTD RTD RTD

-100 ~ 350

DF868

AT868

DF868

ATW™

ATW

ATW

ATW

ATW

DF868

DF868

12.7mm ~ 7.6m

25.4mm ~ 5m

76.2mm

GE 

150mm 1% ~ 2%

150mm 2% ~ 5%

1

0.1% ~ 0.3%

-12.2m/s ~ 12.2m/s

400:1

0.3m/s
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ATW

Correlation Transit-

Time

NEMA 4X/IP66 Class I, Div.2, Groups A, B, C, D

5kg 362 290 130mm

             

2 64 128 LCD

39

100 ~ 130VAC 50/60Hz 200 ~ 265VAC

50/60Hz

12 ~ 28 VDC 5%

20W

-20 ~ 55

-55 ~ 75

0/4 ~ 20mA 550Ω

/

/

3 4

0/4 ~ 20mA 1kΩ

3

2 4 ~ 20mA 24V

RTD 2 3 RTD

-100 ~ 350 Pt100

3 / 4

10kHz

 1 pulse/ft3

10Hz=1ft3

2

3 C 120 

VAC 28VDC 5A DC 30W

AC 60VA

3 C

120VAC 28VDC 2A

DC 56W AC 60VA
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DF868 /

RS232

RS485

ModBus   RTU

10

/ 43000

EMC Directive 89/336/EEC  73/23/EEC LVD

II  2  DN<25 PED 97/23/EC

-40  ~ 150

-190  ~ 300

NEMA 4 IP65

Class I, Div. 1, Groups B, C, D

                 Class II, Groups E, F,G; Class III

     II 2 G EEx d IIC T6-T3

-40  ~ 100

-190  ~ 600

1 ~ 207bar

Pan-Adapta

      Monel Duplex CPVC PVDF

Pan-Adapta

1" NPTM 3/8" NPTM

RF

NEMA 4 IP65

Class I, Div. 1, Groups B, C, D

                 Class II, Groups E, F,G; Class III

      II 2 G EEx d IIC T6

GE 

MCerts 

Sira MC 050061/00 

RG62 AU

330m

BWT™

RTD

RTD

RTD 0.15

-20 ~ 260

1% ~ 2%

Pana-View

DF868 PC Windows

PC
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DF868

(Clamp-In Capability)

 GE 

GE 

 100% 

GE 

 GE 

 DigitalFlow DF868  C-RS 

 12 in (300 mm) 

DP 

 GE 

 50,000 

GEg

GE

1/4-20  

0.125 in

 (3.175 mm)

0 0.25 in

 (6.3 mm)

0.125 in

 (3.175 mm)



DF 868

B C D E F G H

1

2

B

1 100 ~ 120VAC

C 2 220 ~ 240VAC

3 12 ~ 28VDC

1

D

2

4

5

9

EX

E

1 4 ~ 20mA

2 4 ~ 20mA

F

0

1

2

3

4

G / /ModBus

0

1

4 ModBus

H

5 ModBus

0

1 4 ~ 20mA 24VDC

2 4 ~ 20mA 24VDC

3 4 ~ 20mA 24VDC

4 RTD -100 ~ 350 Pt100

5 RTD -100 ~ 350 Pt100

6 RTD -100 ~ 350 Pt100
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