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SP-2200



PH

mV

Temp.

pH

mV

Temp.

pH

mV

Temp.

SP-2200

-2.00 +16.00 pH

-1999.9 +1999.9 mV

-30 110°C

0.01 pH

0.1 mV

0.1°C

0.01 pH±1 digit

0.02%±1 digit

0.4°C±1 digit

-30 110°C

-30 110°C

0.67" pH
mV

(Auto-Read)

pH 2.00 4.00 7.00

10.00 12.00

0 50°C

1012  Ω

9V AV/DC 9V adaptor

260mm (L) x 212mm (W) x 72mm (H)

pH

mV

-2 16 pH -200 1600 mV

±1999.9 mV
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a. LCD pH/mV 

b. AUTO READ

c. CALIB pH

d. MODE pH mV

e. POWER

f . 

g. 

a. Power DC 9V Adaptor 3.5mm

b. Recorder Output 4mm

c. KARL FISCHER (K.F.) 4mm

d. T/R 4mm

e. T 4mm

f. Glass pH BNC

2. 

A               B                   C                  D

SUNTEX               MICROPROCESSOR pH METER SP-2200

MODECALIBAUTO

READ
7.00           pH

AUTO   2.50°C

POWER E

F
G

1. 

GLASS  T  T/R
KARL

FISCHER POWER
RECORDER

OUTPUT
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1. pH

A. 

(1) pH BNC

(2) Power

CAL1

Power pH

CALIB CAL1
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(3)

(4)

(5) pH 7.00

(6) CALIB CAL1

CAL2

(7) pH

4.00

(8) CALIB CAL2

pH

1. 

(1) 

(2) 9V

(3) 

AC/DC Adaptor 

2. 

pH BNC

T T/R pH

BNC T

3. 

pH
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pH

85 pH

85

(9) 5 8

B. 

(1) pH BNC

T T/R

(2) Power

CAL1

P o w e r p H

CALIB CAL1

(3) 5 8

2. pH

A. 

(1)

(2)

(3) Temp.

(4) pH

B. 

pH

C. Auto-Read

pH Auto-

Read Auto Read

pH Auto

Read Auto-

Read Mode pH Auto-Read
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T T/R POWER

5

mV
mV

BNC T/R

POWER MODE

mV

mV

lon KARL FISCHER

MODE mV

1.

2.

Reset

KARL FISCHER
(1) BNC K.F.

(2) T/R KARL FISCHER

(3) POWER

(4) MODE mV

(5) KARL FISCHER



a.

3M KCI

b.

c.

d.

(3)

LO BAT

9V AC/DC Adaptor

(1)

3M KCI

(2)

Pepsin/HCI

Ingold 9891

Thiourea/HCI

Ingold 9892

0.1mol/I NaOH 0.1mol/I HCI
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E1

E2

E3

E4

E5


