
 Voltage range :  18-36Vdc 30A Fuse
 Input protection :  Transient DO160E, +600V/10µs, MIL-STD704 (protected by VDR)
 Inverse polarity: protected by fuse

 

 Voltage :  24V / 18,75A
 Power :  450W
 Current limit, short circuit : protected output (automatic restart)
 Overvoltage   : protected on output
 
 

►135 * 96 * 21 mm
►Vin : 18-36Vdc
►Output : 24V
►Pout max : 450W
►Conduction cooled

FAB0710008

Features 

INPUT

OUTPUT
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RoHS

Typ.

Line regulation

Load regulation

Ripple and noise

0,2 %

3,5 %

1,8 %

 Low line to high line ;
 40 %

 0 % to full load
 Peak to peak -  
 Bandwidth 20MHz 
 according to o/p voltage

3,7 %

ConditionsMax.

Current limit 144 %
 Vout : 95 % of nominal.
 Automatic restart
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 Storage temperature :   -55°C to +85°C
 Operating temperature :  -40°C to +55°C ambiant
     -40°C to +100°C max. baseplate temp.

 Input to Ground :  2120 Vdc 

 Input to Output :  4240 Vdc (not 3000Vac)
 

 Output to Ground :  2000Mohm / 500V

 Powergood to Ground :  2120 Vdc

 Powergood : Isolated output monitor : Open collector closed if OK, HZ if output below 2 % of nominal.
 Inhibit :  Use isolated short-circuit (relay, optocoupler)
  (open => converter ON, closed => converter OFF)
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Signal

Environmental

Isolation
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M4 screw terminals 
& JST BM02B-SRSS-TB

-IN
+IN

Ground
Inhibit

DESCRIPTION

+OUT
-OUT

PGOOD (1 : Pgood+ ; 2 : Pgood-)

J1
J2
J4
J5
J7
J3
J6
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Mechanical

Weight :   1360g

J1
J2

J4 J5

J7

J3

J6

中国区总代理：上海佳舍珀电子科技有限公司 电话：021-50349737︱手机：13764303579︱电子邮件：roman.xiao@fitpower.cn︱www.fitpower.cn




