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20/60/85° (DOI)

Rhopoint IQ-S  20/60/85°

Gloss 20° 60° 85° 3

Reflection Haze

DOI

RIQ

Rspec
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Rhopoint Rhopoint Instruments Ltd.

IQ Flex 20

Rhopoint IQ

ISO 17025

BAM

Rhopoint IQ-S

IQ-S IQ

IQ-S

Gloss

0.1 GU
0  10 GU   10  100 GU   100  2,000 GU

± 0.1 GU   ± 0.2 GU   ± 0.2 %
± 0.2 GU   ± 0.5 GU   ± 0.5 % 

BAM

JIS Z 8741 ISO 2813 ISO 7668 ASTM D 523 ASTM D 2457 DIN 67530 BS 3900
BS 6161 Part12

Reflection Haze

ASTM E 430 ISO 13803

DOI
0 100

ASTM D 5767

RIQ
 0 100

Rspec 0 2,000 GU

17  20,000 AC

530 g

光泽校准板、数据线、校准证书、软布、定位辅助器、电源适配器、迷你CD光盘、简易操作指南、软包
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 20° 19.7° 20.3°  0.1° 0.15° 0.15° 

 0.1  ± 0.2  ± 0.5

HU Log  (LogHU) 
 20° 18.1° 21.9°  1.8° 

0.1 HU ± 0.2 HU ±0.5 HU

 0.1   ± 0.2 ± 0.5

20°  0.2° 

8 MB  999

USB
65 × 140 × 50 mm

15  40 85%  

20° 60° 85°

20° 0  2,000 GU
60° 0  1,000 GU
85° 0  199 GU

20° 6 mm × 6.4 mm
60° 9 mm × 13.5 mm
85° 4.4 mm × 44 mm
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RSPEC

Angle

20° 60° 85° 3
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Gloss

Haze  

DOI

RIQ

Rspec

20° ± 0.9°

17.2° 19°
21° 22.8°
19.1° 20.9°

19.65° 19.8°
20.2° 20.35°
20° ± 0.05°

14° 26°

20° ± 0.1°

20° ± 7.25°
0.02832° 
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