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KMD-20C KMD - 20C条 
	Compact but improved demagnetizing performance!紧凑，但改善消磁性能！ 

[Application] [应用] 
These demagnetizers produce an alternating magnetic field on the surface by use of an AC power source through which workpieces are passed to remove the magnetism remaining on their surface.除去这些退磁在其表面产生磁其余一交变磁场对表面使用交流电源，通过传递的工件。 
[Features] [特点] 
Thick workpieces can be demagnetized effectively by passing the front and rear side over the demagnetizer.厚的工件，可有效地消磁通过传递正面和背面的磁器以上。 
These demagnetizers are very powerful and can demagnetize steel materials such as high speed steel, bearing steel, nickel-chrome steel, spring steel, die steel, etc. which are difficult to demagnetize by standard demagnetizers (since these steels have the property similar to magnetic steel which retains residual magnetism and is hard to remove).这些退磁非常强大，可以消磁钢材料退磁，如高速钢，轴承钢，镍铬钢，弹簧钢，模具钢等，这是很难用标准消磁（因为这些钢材具备的使用性能类似磁钢，保留剩余磁性，是难以消除）。 
These demagnetizers have good heat radiation and can withstand continuous power application.这些退磁具有良好的热辐射，并能承受连续功率的应用。 
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KMD-F20 KMD - F20的 
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EDH-20A 字节EDH - 20A条 
	Less power and enhanced demagnetizing performance!更省电和增强消磁性能！ 

[Application] [应用] 
This model is designed to generate an alternating magnetic field on the surface by an AC power source, where workpieces are passed to eliminate the magnetism remaining on the surface of workpieces.这种模式是专门来产生工件表面上的交变磁场对表面由交流电源，在那里传递到工件剩余磁性消除。 
[Features] [特点] 
Demagnetization is carried out by varying (sweeping) a frequency lower than commercial frequencies from a lower point to a higher point.退磁进行通过改变（扫）的频率较低的低一点，比商业频率从一个更高点。 This model has improved the demagnetizing performance without increasing the amount of electricity to use.该模型提高了电力使用消磁性能不增加的数额。 
The demagnetizing part is of the same dimensions as the conventional table type demagnetizer (KMD-C).该部分是消磁- C）的尺寸相同的常规表类型磁器（KMD。 With the same output current (AC effective value) as conventional models, the residual magnetism in workpieces (SKH material) can be reduced to one third.在相同的输出电流工件（圣公会材料）（交流有效值）磁在常规模式，剩余可减少到三分之一。 
Workpieces are demagnetized by passing them over the demagnetizing surface at a constant speed, as with conventional models.工件表面是消磁传递他们对退磁在一个恒定速度模型，与传统。 
Continuous power on specification, but heat generated in the demagnetizing part is less than conventional models.连续电源规范，但部分热量中产生的消磁是低于常规模式。 
A demagnetizing output variable resistor is provided on the electrical unit that can vary the output current (AC effective value) in a range of 100% and 70%.一个消磁电阻，输出变量上提供的电气设备，可以改变输出电流100％和70％（交流有效的值）的范围。 This feature achieves demagnetization of low-carbon steels like S45C by less power (70%) than conventional models. S45C中实现此功能退磁，如低碳钢的功耗更低），比传统机型（70％。 

	工具磁器[型号KMDC] 
	CATALOG 产品目录 


	[image: image4.png]



KMDC-40 KMDC - 40 
	For demagnetization of magnetized tools such as drills, reamers and cutters and measuring equipment!对于设备和测量磁化退磁工具如钻头，铰刀和刀具！ 

KMDC - 40 [Application] [应用] 
Easy demagnetization of a wide variety of magnetized objects including tools such as drills, milling cutters, reamers and cutters, round workpieces and measuring equipment.易退磁的测量设备的磁化等多种工具，对象包括钻头，铣刀，铰刀和刀具，工件和圆形。 
[Features] [特点] 
Small and light weight for easy operation.小，重量轻，便于操作。 
Capable of removing small chips attracted by magnetism on drills and reamers while such tools are being mounted on machines.钻头和铰刀能够消除磁性小的芯片上所吸引，而这种工具正在安装机器上。 
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KMDE-1212 KMDE - 1212 
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EHD-W205B 电场- W205B 
	[Application] [应用] 
Pressing the demagnetizing button completes demagnetization within a fixed time without moving workpieces.按下按钮，完成工件的退磁退磁内固定不动的时间。 
[Features] [特点] 
A magnetomotive force greater than the AC demagnetizer has been set, which works well on hard workpieces such as bearing steels and cutter steels that are difficult to demagnetize with conventional demagnetizers.一个更大的磁动势退磁磁器一直高于设定的交流，传统的工程消磁具有良好的硬工件等难以为轴承钢和钢材是刀具。 
Since workpieces are demagnetized while keeping them stationary on the demagnetizer, it is not necessary to move workpieces as when using an AC demagnetizer.由于工件消磁，同时保持磁器他们固定时，它是不是要搬磁器工件当使用交流电源。 Thus, this model is suitable for demagnetization of large workpieces (eg molds) that are difficult to move.因此，这种模式适用于移动的大型工件的退磁（如模具）是困难的。 
Since demagnetization is carried out according to the attenuation pattern programmed in the power unit, electricity needs to be applied only during demagnetization, saving electricity.由于退磁为单位依法进行编程的衰减权力格局中，将应用于电力需求只在退磁，节省电力。 
The demagnetizer itself and the power unit are installed separately.磁器本身的动力装置是单独安装。 
Thus, they can be installed in an easy-to-operate place.因此，它们可以被安装在一个易于操作的地方。 
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KMDH-5A KMDH - 5A型 
	[Application] [应用] 
Suitable for demagnetizing tools such as drills, cutting tools, cutters and magnetized slide calipers.适合消磁工具，如钻头，刀具，刀具和磁化滑动卡钳。 
They can also be used for demagnetizing a part of large steel plates.它们也可以用于消磁的大型钢板的一部分。 
[Features] [特点] 
Compact and handy.紧凑，携带方便。 
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KMDP-16 KMDP - 16 
	[Application] [应用] 
Recommended where magnetism on the surface of metallic workpieces in general need to be reduced in a limited area or locally.建议在需要一般的磁性工件表面的金属以减少局部地区或在有限的。 
This is useful to completely eliminate weak magnetism that remains locally in jigs and workpieces after they have been demagnetized by a large demagnetizer.这是非常有用的弱磁性完全消除，剩下的工件夹具和在当地后，他们已磁器消磁由大。 It is also suitable for demagnetizing cutters of machines and punches and guide pins of press dies while they are mounted.这也是按消磁刀具适合于机械和导柱冲头和冲模，而他们安装的。 
[Features] [特点] 
A rare earth magnet having strong magnetic force is used at the end of the rotary magnetic field.一个有着强大的稀土磁铁磁力用于在外地月底的旋转磁场。 This small and high performance demagnetizer can be used easily in limited space.这家小型和高性能磁器可轻松地在有限的空间。 
The motor is driven by a chargeable battery.电机是由一个可充电电池。 This demagnetizer has no cord and therefore can be used in any places.这磁器没有线，因此可以在任何地方使用。 Also the battery needs not be replaced.也无须更换电池。 
Simple construction and simple exterior.结构简单，简单的外观。 Maintenance free and long lasting service life.免维护和持久的使用寿命。 

	防水型脱磁器[型号KMDS] 
	CATALOG 产品目录 


	[image: image9.png]



KMDS-2A KMDS - 2A型 
	[Application] [应用] 
These demagnetizers produce a strong magnetic filed on the surface by use of an AC power source to demag-netize workpieces on a belt which runs over close to the surface.这些退磁产生强烈的磁面源提出的由使用交流电源接近地表德马格- netize工件在皮带上它运行在。 
[Features] [特点] 
They are water-proofed and will not fail when wetted by cutting oil or cooling water.它们是水，校对并不会被水湿润时失败切削油或冷却。 
They can be incorporated in belt type grinders or other automatic and continuous grinders.它们可以纳入带型磨床或其他自动连续研磨机。 
The very strong demagnetizing force produced provides some margin on gap width on the surface to allow a belt conveyor to run over the working face.消磁力很强的生产提供了一些面宽度上缘上的差距，使皮带输送机运行在工作面。 

Precautions for use使用注意事项 

Cool them always by pouring water, 50% rated when you use them in dry area (electrifying them for 20 minutes and turning off for 20 minutes.) 他们总是被浇冷的水，50％额定当您使用面积他们在干（通电20分钟，他们和车削关闭20分钟。） 
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KMDT-16 KMDT - 16 
	[Application] [应用] 
These demagnetizers can meet such demagnetizing needs as passing a bucket containing a large number of small workpieces and being incorporated in a line for continuous demagnetizing by conveyor transportation.这些退磁能满足输送机运输等消磁的需要传递一个包含大量的小水桶消磁工件和连续正线已列入了。 
Various sizes are available to meet such requirements.各种尺寸可供选择，以满足这些要求。 They can also be used to demagnetize long workpieces and irregularly shaped workpieces.它们也可以用来消磁长工件和不规则形状的工件。 
[Features] [特点] 
The good heat radiation design enables continuous operation.良好的散热设计，使连续运行。 
A uniform demagnetizing area can be obtained.一个统一的消磁区域可以得到。 
Almost uniform demagnetization can act on the whole periphery of passing workpieces.几乎一致退磁可以通过作用于工件的整个边缘。 
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KMDTC-25 A KMDTC - 25 
An example of fabrication 制作一个例子 
Mounting base optional 安装基座可选 
	Made to order定做 

[Application] [应用] 
Recommended where a large amount of workpieces such as parts needs to be demagnetized continuously during transfer between processes.其中部分建议作为大量的工件等需要消磁过程中不断地之间转移。 Various types can be selected according to the mass and amount of workpieces.可以选择不同种类根据工件的质量和数量的影响。 
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KMDTR-40A KMDTR - 40A条 
An example of fabrication 制作一个例子 
	Made to order定做 

[Application] [应用] 
This model allows large and heavy workpieces to pass through the demagnetizing area at a nearly constant speed, though manual feed, on a roller conveyor.这种模式可使大型和重型工件都可以通过消磁面积几乎恒定的速度，虽然手动进纸输送机，滚筒上。 No extra manpower is required for repeating work, enhancing the demagnetizing efficiency.没有额外的人手需要重复工作，提高效率消磁。 

	U形磁器[型号KMDU] 
	CATALOG 产品目录 


	[image: image13.png]



KMDU-25 KMDU - 25 
	[Application] [应用] 
Suitable for demagnetizing bobs and die sets.适合消磁鲍勃和模架。 This model is also recommended where long and irregular-shaped workpieces need to be demagnetized uniformly since its magnetic flux alternates vertically. Further, this model can easily be incorporated in a transportation system.这个模型还建议在长期和不规则形状工件的需要，因为它会消磁均匀磁场垂直候补委员。此外，该模型可以很容易地纳入一个运输系统。 
[Features] [特点] 
Easy incorporation into a transportation system and easy removal and relocation.轻松纳入运输系统，易于拆除和搬迁。 


