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    Model 263M 

Very Low Differential Pressure Transducer 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Setra Systems Model 263M pressure transducers sense differential or 
gauge (static) pressures and convert this pressure difference to a proportional 

electrical output. The 263M is offered with a high level 5 VDC output.  

 The 263M Series very low pressure transducers are available in various air 

pressure ranges. Static accuracy is ±1% full scale in normal ambient 

temperature environments. The units are temperature compensated to 0.06% 
FS/°C thermal error over the temperature range of +5 ~ +65℃.  

 The Model 263M utilizes an improved all stainless steel micro-tig welded 

sensor. The tensioned stainless steel diaphragm and insulated stainless steel 

electrode, positioned close to the diaphragm, form a variable capacitor. Positive 

pressure moves the diaphragm toward the electrode, increasing the 

capacitance. A decrease in pressure moves the diaphragm away from the 

electrode, decreasing the capacitance. The change in capacitance is detected 

and converted to a linear DC electrical signal by Setra’s unique electronic 

circuit.  

 The tensioned sensor also allows up to 10 PSI overpressure (in either 

direction) with no damage to the unit. In addition, the parts that make up the 

sensor have thermally matched coefficients, which promote improved 

temperature performance and excellent long term stability.  

  

 
 NOTE: Setra quality standards including ISO 9001 are based on ANSI-Z540-1. 

The calibration of this product is NIST traceable. 



 

  
Model 263M Pressure Transducer 

159 Swanson Rd., Boxborough, MA 01719/Telephone: 978-263-1400/Fax: 978-264-0292 

2  6  3  M 

Model 263M 性能参数 
性能参数      标准    特选 

 精度 RSS（恒温下）  +/- 1.0%FS   +/- 0.4%FS 
 非线性（最佳拟合直线） +/- 0.98%FS  +/- 0.38%FS 
 迟滞      +/- 0.1%FS   +/- 0.1%FS 
 非重复性     +/- 0.1%FS   +/- 0.1%FS 
 温度影响 

  补偿范围    +5 ~ +65℃ 
  零点/满程偏移   <0.06%FS/℃ 
 最大线性压力    70KPa（10psi） 
 过载      正负向均为 70KPa（10psi） 
 预热漂移     +/- 0.1%FS 
 

电气参数      标准 

 电路      3 线具有误接线保护功能 

 激励      9~28VDC 
 输出      0.05~5.05VDC 
 输出负载     100Ω 
注： 1.  采用 50KΩ负载进行标定。 

2. 零点输出及满程输出出厂设定在+/-50mV。   
 
环境和机械参数 

 工作温度     -10~+65℃ 
 存放温度     -40~+85℃ 
 电气连接     3” 电缆 
 压力连接     与 1/8”软管相连的 3/16”塔形压力接头 
 压力介质     空气或类似的非导电气体 
 壳体      UL94V-O Glass Filled Polyester 
 重量      90g 
 安装      Φ3mm螺钉挂孔 
 
选型代码表 

 

 

 

    

   Model       Range    Output      Termination    Accuracy 
      001WB = 0 ~ ±1.0” WC   01 = 0 ~ 5VDC  03 = 3” Cable  C=±1.0%FS 
      001WB = 0 ~ ±2.0” WC          E=±0.4%FS 
      001WD = 0 ~ 1.0” WC 
      001WD = 0 ~ 2.0” WC 
 

Example: Part No. 2631001WD4503C for 0 to 1”WC Range, 0.5 to 4.5 VDC Output, 3” Cable Termination and ±

  1% Accuracy 
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外形尺寸 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


